
Oilfield Maintenance: 

Comprehensive Services and

 Consultation

Oilfield Services Offered:

*Welding in the Oilfield and 
on Oil, Gas and High Pressure 
Line
*New Oil and Gas Pipeline Con-
struction
*Oil/Gas Well Servicing: Con-
struction of New Battery Sites 
& Oil Lease Sites
*Oilfield Maintenance Services 
and Consulting
*Licensed Gas Fitter
*Oil/Gas Well Pumper/Battery 
Operators
*Excavating Operations: Track 
Hoe & Backhoe, Dug Outs and 
Oil Spill Clean UP
*Bobcat, Loader, Grader,   
Backhoe
*Lease Site Road Building, 
Grading and Maintenance
*Snow Removal
*Oilfield Trucking of Equip-
ment: High Boy - Low Boy - End 
Dump
*Oilfield Storage Tanks
*Tank Moving – Canada & USA
*Pilot Trucks
*Picker Truck Operations
*Towing in the Oilfield
*Incidental Towing of Heavy 
Equipment & Vehicles Outside 
of Oilfield
*Quality Control Program
*Journeyman Heavy Duty Me-
chanic
*Storage Tanks Sales & Service
*Tank Trailer Manufacturing
*Prefab
*Specialty Projects

Safety Program:
*Saskatchewan and Alberta COR

*ISNetworld Subscriber

Tank Moving 
Trailer with 

Hydraulic Arm

FOR SALE

Patented

Designed for Oil Storage Tanks

Marsden Office
108 Municipal Road

P.O. Box 238

 Marsden, SK

S0M 1P0

Phone: (306) 826-5550

Fax: (306) 826-5597

Lloydminster Office
5202 63 ST

Lloydminster, AB

T9V 2E8

Phone: (780) 875-0086

Fax: (780) 875-0083

Email: pipemaster.oilfield@sasktel.net

Website: www.pipemasteroilfield.ca



Arm in position for 750 barrel tank

Height Risk Eliminated  
to Worker

Ta nk mov ing 
T r a iler  w it h 

h y dr au lic 
A r m 

DUE DILIGENCE “An employer shall 
take all reasonable measures to 

institute engineering techniques, 
systems, work practices or 

administrative controls that 
eliminate or reduce to a practical 
minimum those hazards for which 

personal protective equipment 
would otherwise be required.” Arm in position for 1000 barrel tank

View Tank Moving Trailer 
with Hydraulic Arm at:

 www.pipemasteroilfield.ca
Lower Cost to         

Customer

The saddle of this trailer is topped by a          
hydraulic arm that reaches over and 

grabs the top of the tank.

 This arm can extend or retract and 
change its angle as needed.

Once the top of the tank is secured, 
it is tipped over on its side, onto the    

cradle, ready for  transport.

No worker needs to climb on icy, rot-
ten or unsafe roofs to tie chains, 
eliminating the confined space re-

quirements of a second picker with 
man-bucket and safety watch.

No worker needs to work at heights 
requiring fall protection PPE. 


